
Curtis Superior Valve Co.  
Oil Drain Valves Application Chart 

 

CSVC Part Description Application Conforms to 

 

½” NPT Brass, 
Length 2.154” 
Action: Spiral Lock 
Open 

  

Lycoming O-235, O-235C, O-235H, O-235-L2C, O-235-N2C, O-290, O-
310, O-320, IO-320, LIO-320 AEIO-320, O-360, IO-360, AIO-360, AEIO-
360, TO-360, LTO-360, TIO-360, VO-360, IVO-360, HIO-360, LIO-360, 
O-435, GO-435, TVO-435, GO-480, IGSO-540, VO-540, IVO-540, TIVO-
540, ISGO-540, TIO-541, TIO-5141, TIGO-541, IO-720 

USAF Spec. 28208 

TSO-C76 

 

½” NPT Brass, 
Length 2.154” 
Action: Push to Open 
Turn to Lock Open 

Lycoming O-235, O-235C, O-235H, O-235-L2C, O-235-N2C, O-290, O-
310, O-320, IO-320, LIO-320 AEIO-320, O-360, IO-360, AIO-360, AEIO-
360, TO-360, LTO-360, TIO-360, VO-360, IVO-360, HIO-360, LIO-360, 
O-435, GO-435, TVO-435, GO-480, IGSO-540, VO-540, IVO-540, TIVO-
540, ISGO-540, TIO-541, TIO-5141, TIGO-541, IO-720 

USAF Spec. 28208 
NSN 2915-00-689-3000 

TSO-C76 

 

½” NPT Brass, 
Body Length 2.128” 
Stem Length 1.125” 
Lockwire Drill 
Action: Push to 
Open, Turn to Lock 
Open 

Lycoming O-235, O-235C, O-235H, O-235-L2C, O-235-N2C, O-290, O-
310, O-320, IO-320, LIO-320 AEIO-320, O-360, IO-360, AIO-360, AEIO-
360, TO-360, LTO-360, TIO-360, VO-360, IVO-360, HIO-360, LIO-360, 
O-435, GO-435, TVO-435, GO-480, IGSO-540, VO-540, IVO-540, TIVO-
540, ISGO-540, TIO-541, TIO-5141, TIGO-541, IO-720 

USAF Spec. 28208 

MIL-V-25023 

TSO-C76 

 

5/8” – 18 NF3 
Brass 
Length 1.625” 
Lockwire Drill 
Action: Spiral, Lock 
Open 

Continental A-65, A-75, C-75, C-85, E-185, C-90-8F, C90-12F, C90-14F, 
E-225, O-200A, B; GO-300-A, C, D, E, IO-360-A,B,C,D,G,H,J,K; TSIO-
360-A,B,C,D,E,EB,F,FB,H; O-470-B,G,J,K,L,M,P,R,S,U; O-470-4,11,13,15; 
TSIO-470-B,C,D; IO-520-A,B,VA,C,D,F,J,L,M; TSIO-520 
B,C,D,E,G,H,J,K,L,M,N,P,R,S; GTSIO-520-B,C,D,E,G,H,J,K,L,M,N,P,R,S; 
GTSIO-520-C,D,F,H,K,L,M; C75-2, C-520, IO-550 

TSO-C76 


